
GDP-220III

Thermal Printer

● Fast printing speed up to 5.1 lps (at 40 columns)
8.5 % faster than competitive models

● 
● Two-color printing, Quality printing of fonts, graphics.

Drop-in and print paper loading● 

High reliability mechanism (18 million lines)

● 

SENOR GDP-220III is more powerful and enhanced 
performance impact dot POS printer to address 

customers' needs in restaurant, hospitality and retail 
industries. The fastest speed to allows kitchen orders print 

faster than ever with two color, black and red printing to 
highlight special offers and print logos. Compact size with 
embedded power supply maximizes the efficiency of working 
environment. Eco-friendly design of the lowest standby power 
and various international standards provide reliability of the 
GDP-220III  to the users.

Print Method         9 pin, Serial Dot Matrix
Print Speed   5.1 lps (at 40 colums)
Prinr Resolution                          80 dpi (horizontal), 144 dpi (vertical)
Print Width                                   Up to 63.5 mm
Paper Width                  76.5 mm
Paper Roll Diameter                  Up to 83 mm
Paper Thickness                  0.06 ~ 0.085 mm
Character Size                  Font A: 9 x 9 Font B: 7 x 9 KOR: 17 x 9 CHN: 16 x 16
Characters Per Line                  Font A: 35 Font B: 40 KOR: 20 CHN: 22

                  Alphanumeric: 95 
                                                         Extended Graphics:128 × 27 page
                                                         International: 48
Memory                                      64 Mbit SDRAM, 16 Mbit FlashROM
NV Image Memory                  256 Kbytes (mono)
Receive Buffer                  64 Kbytes
Interface                                      USB + Serial + Ethernet
Sensor                                      Paper End, Paper Near End, Wall Mounting Paper Near End, Rear Cover Open, Black Mark
Dimensions (WxLxD)                 160 x 239 x 157 mm
Weight                                      2.5 kg
Power                                      External Power Adaptor 100-240V AC, 50/60Hz

                  Operating: 0 ~ 40℃ 
                                                          Storage: -20 ~ 60℃

                                       Operating: 10 ~ 80% RH
                                                          Storage: 10 ~ 90% RH

                                    Print Head 300 Million Dots/Wire
                                                          Auto Cutter 1.5 Million Cuts
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